
THE POSITIONING OF CCTV CAMERA.
CONTRACTOR SHALL COORDINATE WITH DOUGLAS COUNTY DEPARTMENT OF TRANSPORTATION REGARDING 
NOTE: 

LOOP (TYP)
6’X40’ PRESENCE

TRUCK DILEMMA ZONE: 
200’ TO 605’ FROM STOPBAR

TRUCK DILEMMA ZONE: 
200’ TO 605’ FROM STOPBAR
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EXISTING AERIAL FIBER OPTIC 
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EXISTING UNDERGROUND FIBER OPTIC 
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SR 5/SR 8/US 78/US 278/BANKHEAD HWY

SR 6/US 278/THORNTON RD @

EXISTING REGULATORY SIGNS

YIELD

R 1-2 (36") R 560-5 (18"X24")

R1-2
EXISTING:

R1-2
REMOVE EXISTING:

R560-5
EXISTING:

R560-5
EXISTING:

R1-2
EXISTING:

R1-2
EXISTING:

R560-5
EXISTING:

HEADS W/ COUNTDOWN

PEDESTRIAN LED SIGNAL

TYPE B PEDESTRIAN RAMP
INSTALL:

TYPE A PEDESTRIAN RAMP
INSTALL:

TYPE B PEDESTRIAN RAMP
INSTALL:

TYPE B PEDESTRIAN RAMP
INSTALL:

OFFICE OF TRAFFIC OPERATIONS PRIOR TO CONSTRUCTION OF THIS PROJECT.
STRAIN POLES AT THIS INTERSECTION WILL BE REPLACED BY GDOT 

THE POSITION OF THE CAMERA
TRANSPORTATION AT 404-787-6324 ON FIELD ADJUSTMENTS OF 
CONTRACTOR TO COORDINATE WITH DOUGLAS COUNTY DEPT OF 

ALL LOOPS SHOWN ARE EXISTING INDUCTION LOOPS
ALL SIGNAL HEADS ARE TO BE REPLACED ON SR6/THORNTON RD
NOTE:
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R560-5
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R1-2, STA. 216+28, 144 LT
INSTALL:
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STA. 216+95, 84’ LT.
VEHICLE DETECTION DEVICE
PULLBOX, TYPE 3
CCTV SYSTEM TP C
STRAIN POLE, TYPE IV
INSTALL:

 
LED COUNTDOWN PEDESTRIAN SIGNAL (P2,P4)

INSTALL ON EXISTING PEDESTRIAN POLE:

 
LED COUNTDOWN PEDESTRIAN SIGNAL (P2,P8)
INSTALL ON EXISTING PEDESTRIAN POLE:

 
VEHICLE DETECTION DEVICE

INSTALL ON EXISTING STRAIN POLE:

 
LED COUNTDOWN PEDESTRIAN SIGNAL (P6,P8)
INSTALL ON EXISTING PEDESTRIAN POLE:

 
LED COUNTDOWN PEDESTRIAN SIGNAL (P4,P6)

INSTALL ON EXISTING PEDESTRIAN POLE:
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TO CONSTRUCTION OF THIS PROJECT.
STRAIN POLES AT THIS INTERSECTION WILL BE REPLACED BY GDOT OFFICE OF TRAFFIC OPERATIONS PRIOR 

ALL SIGNAL HEADS ARE TO BE REPLACED ON SR6/US278/C.H. JAMES PKWY.
NOTE:

PB

PB

CONDUIT, TP 3, 3-2" (15 LF)
PULLBOX, TP 4

INSTALL:

CONDUIT, TP 3, 2" (25 LF)
INSTALL:

SERVICE POINT FOR CCTV SYSTEM

AUXILIARY OUTPUT FILE
TRUCK DILEMMA ZONE PROTECTION DEVICE

INSTALL IN EXISTING SIGNAL CABINET:

R10-5a


